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Mini Tower Crane

It is a joy to see the focus and concentration of the kids when operating the
Tower Crane. Electromagnet. Operated with joysticks.

Capacity: 1 child.

Age to operate: +3 age.

Max. weight admitted: 80 kg, 180 Ibs.

Turning angle of boom: 60° (degrees).

Height of magnet: 120 cm (3’-11 1/4”) from floor. (adjustable)
Timer: Adjustable to 3 or 5 minutes.

Motors: 3 x 24 V DC motors.

Use: Indoor or outdoor, under a roof.

CUSTOMIZE YOUR ATTRACTION:

DECOR: COLOR: OPTIONS:
Custom decors Yellow ")) Sound
on request Custom ‘9 Light
colors ~ .
Coin/Token
on request
e & /Card
BIM

DESIGN YOUR CONTRUCTION ZONE LAYOUT:

We assist in creating your perfect space-efficient
layout.
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AREA REQUIRED: CAPACITY / THRC:
\ 5 m?, 54 ft? /unit. Up to 12 rides per hour based

on a 5 min ride cycle.
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Mini Tower Crane

2470 mm. 8-11/4", Platform 140 mm 5 1/2”

TECHNICAL SPECIFICATIONS

It is a joy to see the focus and concentration of the kids when operating the
Tower Crane. Electromagnet. Operated with joysticks.

PROPERTIES

EQUIPMENT AND OPTIONS

Capacity: 1 child.

Age to operate: +3 age.

Maximum weight capacity: 80 kg, 176 Ib.

Turning angle of boom: 60° (degrees). Custom changes available.
Height of magnet: 1200 mm, 3™-11 1/4” from floor (adjustable).
Length: 1200 mm, 3’11 1/4”.

Width (platform): 800 mm, 2’-7 1/2”".

Height: 2470 mm, 8-11/4".

Electrical system: Input 85-264 VAC. Operational 24 VDC, 60 W.
Fuse: Internal power supply protections

(short circuit / overload / over-voltage). External fuse: 2 A.
Timer: Adjustable to 3 or 5 minutes.

Motors: 3 x 24 V DC motors.

Electromagnet: Max capacity approx 1kg, 2 Ib.
Operating system: Standard: Button, (play free).

Card payment or electronic multicoin acceptor as option.
Joysticks to Operate:

Right Joystick: Left/Right, Forward/Backward.

Left joystick: Up/Down. Release.

Body: Powder coated. Electro Zinc-Plated Steel
Color: Maize Yellow RAL 1006. Black RAL 9005.

Use: Indoor or outdoor, under a roof.

PRODUCT INCLUDED OPTIONAL
Free Drive Setup ]

Decor [

Coin / Token Operation .
Card Reader U
LED Lights & Sounds 4
Custom Theming .
Full Customization .
Custom decor .
AREA

Recommended minimum area: 5 m?, 54 ft? unit.

CAPACITY / THRC

(Up to 12 rides per hour based on a 5 min ride cycle.

Shipping parameters:

1unit: 120 x 80 x 220 cm, 311" x 2’7" x 7'3". Weight: 220 kg, 485 Ib.
2 unit: 226 x 120 x 200 cm, 7’5" x 3" x 67" Weight: 420 kg, 926 Ib.

NOTE NOTICE

To emphasize that the machine meet ° °

high safety standards, all products are JR ‘ f!/ '. 9
clearly labeled with the requirements = P/ “
users should be aware of to ensure x1 | Max | Sit ® Keep an Eye on
compliance with these standards.

80 kg  Down Your Child
180 Ib

LS

CERTIFICATES

Quality: ISO 9001, ISO 14001. CE marking.

3D / BIM (Building Information Modeling)

Revit and DWG models are available.
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Scan to visit the productpage:
https://sbisweden.com/concepts-and-products/
construction-zone/
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